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JH Traction Battery Operating Instructions

Z These operating instructions apply only to Jungheinrich battery models. If using
another brand, refer to the manufacturer's operating instructions.
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Lifting the truck by crane

Requirements

Procedure

This concludes the loading by crane.



Loading the truck with a second industrial truck

Requirements

Procedure

The truck is now loaded.





Securing the industrial truck for transport

Requirements

Tools and Material Required

Procedure

The truck is now secured for transport.



Preparing the truck for operation after delivery or transport

Procedure

The truck can now be started, see page 62.

Z











Exposing the battery with the SOLO-PILOT

Requirements

Procedure

The battery is now exposed.



Exposing the battery with the MULTI-PILOT

(o)

Requirements

Procedure

The battery is now exposed.

Z

o





Requirements

Procedure

The battery is now charged.





Battery removal and installation

Requirements

Tools and Material Required

Procedure

Z

The battery is now removed.



Closing the battery cover with the Solo Pilot

Requirements

Procedure

The battery cover is now closed.

Closing the battery cover with the Multi Pilot

(optional)

Requirements

Procedure

The battery cover is now closed.
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Checks before daily operation

Procedure
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Adjusting the driver's weight

NOTE

Procedure

Z

The driver’s weight is now set. 



Adjusting the backrest

Procedure

The backrest is now set.

Z

Adjusting the seat position

Procedure

The seat position is now correctly set.



Adjusting the steering column

Procedure

The steering column is now positioned.

Procedure

The armrest is now positioned.
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Checking the seat belt

Procedure

Check the automatic locking system

Procedure

Z
The seat belt has now been checked.
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Switching on the truck

Requirements

Procedure

s

Truck is operational. The display (101) shows the remaining battery capacity.

Z



Setting the time

Procedure

The time is now set.

Z



Parking the truck securely 

Procedure

The truck is now parked securely.



Applying the Emergency Disconnect

Procedure

All electrical functions are deactivated. The truck
brakes to a halt.

Releasing the Emergency Disconnect

Procedure
s

All electrical functions are enabled and the truck is operational again (assuming the
truck was operational before the Emergency Disconnect was pressed).



Travel

Requirements

Procedure

The truck travels in the direction selected.



Dual pedal (optional equipment)

Requirements

Procedure
Z

The truck travels in the direction selected.

Changing direction during travel

Procedure

The truck decelerates until it starts to travel in the opposite direction.

Z



Requirements

Procedure



Braking with the service brake

Procedure

The truck decelerates depending on the brake pedal position.

Braking with the coasting brake

Procedure

The truck decelerates.



Parking brake

Procedure

The truck is now secure.

Z



Adjusting the forks

Requirements

Procedure

Z

The forks are now adjusted.



Replacing the forks

Requirements

Procedure

The forks are now dismantled from the fork
carriage and can be replaced.



Lifting loads

Requirements

Procedure

NOTE



Transporting loads

Requirements

Procedure

Depositing load units

Requirements

Procedure

Z

The load unit is lowered.





Lifting and lowering 

Requirements

Procedure

The load is now raised / lowered.

Z

Tilting the mast forward / backward 

Requirements

Procedure

The mast is now tilted back / forward.

Z



Positioning the integrated sideshift (option)

Requirements

Procedure

The sideshifter is now positioned.

Z

Positioning the forks with an integrated fork

positioner (option)

Requirements

Procedure

The forks are now positioned.

Synchronising the alignment of the fork tines

with an integrated fork positioner (optional

equipment)

Requirements

Procedure



The fork tines are now synchronised.

Z



Lifting and lowering 

Requirements

Procedure

The load is now raised / lowered.

Z

Tilting the mast forward / backward 

Requirements

Procedure

The mast is now tilted back / forward.

Z



Twin operation 

Requirements

Procedure

The mast is now tilted back / forward.

Positioning the integrated sideshifter

(option)

Requirements

Procedure

The sideshifter is now positioned.

Z



Positioning the forks with an integrated fork

positioner (option)

Requirements

Procedure

The forks are now positioned.

Synchronising the alignment of the fork tines

with an integrated fork positioner (optional

equipment)

Requirements

Procedure

The fork tines are now synchronised.
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Procedure

The attachment’s function is performed.



Z

Procedure

The attachment’s function is performed.



Z

Procedure

The attachment performs its operation.

Z

Procedure

The attachment performs its operation.



Connecting attachments hydraulically

Requirements

Procedure

The attachment is now hydraulically connected.
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Attaching the trailer

Requirements

Procedure

The trailer is now attached to the truck.
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Z

In addition to the daily checks before starting, the driver must carry out the

following checks:

Procedure



Procedure

Requirements

o

Procedure



Adjusting the backrest extension

Procedure

Load backrest disassembly

Procedure

Load backrest assembly

Procedure

Z



Z

To continue lifting:

Procedure

Lift cutout is deactivated until the button is
pressed again or the fork carriage is lowered
below the height limit setting.

Procedure

Z
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Rockinger coupling operation (attaching

trailers)

Procedure

o
Z o

o

Rockinger coupling operation (disconnecting trailers)

Procedure

o
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Lifting

Procedure

Tilting

Procedure

Z
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Towing the truck

Requirements

Procedure

The truck has now reached its destination.
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Emergency mast lowering - Solo Pilot

Requirements

Procedure

The mast is now lowered.



Emergency mast lowering - Multi Pilot

Requirements

Procedure

The mast is now lowered.
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Procedure



Raising and jacking up the truck securely

Requirements

Tools and Material Required

Procedure

Z

The truck is now securely raised and jacked up.



Open the battery cover with the SOLO-PILOT

Requirements

Procedure

The battery cover is now open. The fuses and other electrical components can now
be reached.



Opening the battery cover with the MULTI-

PILOT (o)

Requirements

Procedure

The battery cover is now open. The fuses and
other electrical components can now be
reached.

Z

o



Checking the wheel attachment

Requirements

Tools and Material Required

Procedure

The wheel attachment is now checked.

Z



Dismantle the wheels

Requirements

Tools and Material Required

Procedure

Z

The wheel is now disassembled.



Fitting the wheels

Procedure

The wheel is now assembled.

Z





Checking the hydraulic oil level and

adding hydraulic oil

Requirements

Procedure

Z

The hydraulic oil level is now checked.

max.
min.



Replace oil filter

Requirements

Procedure

Check the gear oil level

Requirements

Tools and Material Required

Procedure

Z
The transmission oil level is now checked.

Draining the oil

Procedure

Z



The oil is now drained.

Adding oil

Procedure

The oil has now been added.

Procedure



Checking electrical fuses

Requirements

Procedure

The electrical fuses are now checked.









Cleaning the truck

Requirements

Tools and Material Required

Procedure

The truck is now clean.



Cleaning the electrical system assemblies

Requirements

Tools and Material Required

Procedure

The electrical system assemblies are now clean.
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Checks and operations to be performed before starting daily work

Procedure

Z

The test is now complete.



Z

NOTE



Z

Charging the battery

Requirements

Procedure

Z

The battery is charged.

Z Charging is considered to be complete when the electrolyte density and battery
voltage remain constant for more than 2 hours. 
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Checks and operations to be performed before starting daily work

Procedure

The test is now complete.

Z

Z
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Charging the battery

Requirements

Procedure

Z

The battery is charged.

Z Charging is considered to be complete when the electrolyte density and battery
voltage remain constant for more than 2 hours.
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Cleaning the battery with a high pressure cleaner

Requirements

Procedure

Z

Z

Battery cleaned.
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